@ Bezhalogeni instalacijski kabel 300/500V @ Bezhalogeni instalacijski kabel 300/500V NHXMH ‘

Halogen free installation cable 300/500V Halogen free installation cable 300/500V

DIN VDE 0250-214 DIN VDE 0250-214
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= KONSTRUKCIJA / CONSTRUCTION =
2z KONSTRUKCIJSKI PODACI / CONSTRUCTION DATA 2z
W - L ; . b Wz
- Nazivni Vanjski Otpor vodica Cu broj Tezina Standardno =
9 = Vodi¢ presjek promjer na 20°C kabela pakiranje* 9 =
< a Cu (bakreni) vodi¢, klase 1 (puni) ili klase 2 (videzi¢ni) prema EN 60228 ; ) ; 4 a
I o Construction Outer Conductor Cu weight Cable Packing* I o
N X< Izolacija vodic¢a diameter resistance weight N X<
o umrezZeni PE, XLPE, tip 2XI1 prema HD 604 1/ DIN VDE 0276-604 at20°C o [
< lspun mm?2 ca.mm Q/km kg/km ca.kg/km <
20 spuns — S
< s HFFR bezhalogena polimerna mjesavina 1x1,5 53 12,1 14,4 44 KOT 100, SP40 500 < e
g n Plast 1x25 5,7 7,41 24 55 KOT 100, SP40 500 g n
6| g HFFR bezhalogena polimerna mjesavina tip HM2 prema DIN VDE 0250-214 1x4 6,4 4,61 38,4 74 KOT 100, SP40 500 6| 2
a. 8 1x6 6,8 3,08 57,6 105 KOT 100, SP40 500 o. 8
<L eoe <L
% = 1x10 79 1,83 96 155 KOT 100, SP40 500 a =
g O Conductor 1x16 9,0 1,15 153,6 230 KOT 100, SP45 500 g O
: E bare copper conductor class1 or class 2,acc.to EN 60228 D5l 5 83 12,1 288 115 KOT 100, SP40 500 : E
— —
N :(' Insulation 2x2,5 9,1 7,41 48 190 KOT 100, SP45 500 N <_t|
3 E cross-linked polymer, type 2XI1 acc.to HD 604 S1 / DIN VDE 0276-604 x4 10,5 461 76,8 195 KOT 100, SP50 500 B |U_’
Az Filler 3x1,5 87 12,1 432 135 KOT 100, SP40 500 Q<
(@) HFFR extruded halogen-free polymer (@)
Ll X2, 15 741 7 3 Ll
S L 3x2,5 9 2 190 KOT 100, SP45 500 > o
¥ o Sheath 3x4 11,0 4,61 1152 265 KOT 100, SP50 500 ¥
wv L HFFR extruded halogen-free polymer, type HM2 acc.to DIN VDE 0250-214 wv L
=) 3x6 12,5 3,08 172,8 315 KOT 100, SP60 500 =
(v 0000000000000 00000000 (U
< Ww 3x10 15,8 1,83 288 465 KOT 100, DB08 500 < Ww
EI 8 4x1,5 E' 8
- x1, 93 11221 57,6 160 KOT 100, SP45 500
G — TEHNICKI PODACI / TECHNICAL DATA G —
= <C 4x2,5 10,2 7,41 96 230 KOT 100, SP50 500 = <C
= 5 =
4x4 12,3 4,61 153,6 330 KOT 100, SP605 500
Norme: DIN VDE 0250-214 4x6 13,9 3,08 230,4 460 KOT 100, DB08 500
4x10
Nazivni napon: Uo/U = 300/500 V X 17,2 45 i 20 EEISI00
4x16 20,5 1,15 614,4 1090 DB09 500
spitni napon: 2000V
5x1,5 10,0 12,1 72 190 KOT 100, SP45 500
Granicni temperaturni uvjeti: - 5x2,5 11,0 7,41 120 270 KOT 100, SP60 500
Minimalna temperatura polaganja:-5° C
Radna temperatura:-20° C do +70° C Sx4 13,7 4,61 192 410 KOT 100, DB08 500
Temperatura kratkog spoja max. 5s:160° C
5x6 15,0 3,08 288 540 KOT 100, DB08 500
Test zapaljivosti: EN 60332-3 5x 10 18,8 1,83 480 870 DB09 500
Minimalni polumjer savijanja: 10x@ kabela vi$ezilni, 15x@ kabela za jednozilni 5x16 22,8 1,15 768 1350 DB10 500
7x1,5 10,9 12,1 100,8 235 KOT 100, SP50 500
oo 7x2,5 12,3 7,41 168 350 KOT 100, SP50 500

Standards:  DIN VDE 0250-214 Moguca boja plasta / Sheath colour identification

Nominal voltage: Uo/U = 300/500 V ® (gy)siva/grey

Test voltage: 2000V

*Pakiranje: KOT 100 = kolut 100m, SP = kabel namotan na lagani bubanj, DB = kabel namotan na standardni bubanj
*Packing:  KOT 100 = coil 100m, SP = cable on plywood reel, DB = cable on wooden drum

Temperature range:
Minimum temperature during installation:-5° C
Fixed installed:-20° C do +70° C
At short circuit of max.5s:160° C

Behaviour in fire: EN 60332-3

Minimal inner bending radius: 10x@ multi core, 15x@ single core
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